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HF 160 - HFP 160 
HFP 200 - HFP 300 - HFP 460

Generatore ad inverter di corrente continua (e pulsata 
per generatori HFP) impiegabile per la saldatura TIG 
(lift e H.F.) di acciaio e leghe ferrose. È utilizzabile anche 
per la saldatura MMA con elettrodi di tipo acido, rutilico 
e basico. Il pannello comandi, semplice ed intuitivo, 
permette impostazioni rapide e, tramite il display, 
misurazioni precise dei parametri di saldatura. 
Questo modello è adatto per un utilizzo in lavori di 
manutenzione e di carpenteria.

DC inverter generator (Pulsed current for HFP) for use in 
TIG welding (both lift and H.F.) of steel and ferrous alloys. 
It can also be used in MMA welding with acid, rutile and 
basic electrodes.The user-friendly and intuitive control 
panel allows to quickly set the welding parameters and 
displays their exact measurement.
This model is mainly designed for use in maintenance 
and structural steel works.

PUNTI DI FORZA

�v	 Affidabilità elevata
�v	 Ottimo innesco
�v	 Permette la saldatura ad elettrodo e TIG H.F.
�v	 Pannello frontale e grafica facilitata 
�v	 Pulsazione e frequenza variabili
�v	 Vasto campo applicativo

STRENGTHS

�v	 Highly reliable
�v	 Excellent ignition
�v	 Allows for MMA and TIG H.F. welding
�v	 Easy-to-use front panel
�v	 Variable pulse and frequency
�v	 Wide range of applications

NORME COSTRUTTIVE / APPLICABLE STANDARDS: EN 60974

DATI TECNICI - TECHNICAL DATA

HF 160 HFP 160 HFP 200 HFP 300 HFP 460

Tensione di alimentazione 
Main voltage

1x230V~ 50-60Hz 1x230V~ 50-60Hz 1x230V~ 50-60Hz 3x400V~ 50-60Hz 3x400V~ 50-60Hz

Fusibile di linea ritardato
Delayed line fuse

16A - 230V~ 16A - 230V~ 16A - 230V~ 16A - 400V~ 32A - 400V~

Potenza max assorbita
Max. absorbed power

5.1 kW 5.1 kW 5.9 kW 10.5 kW 21.5 kW

Gamma di regolazione  
della corrente
Current range

6÷160A 6÷160A 6÷200A 6÷300A 6÷460A

Regolazione corrente
Current regulation

Lineare / Linear Lineare / Linear Lineare / Linear Lineare / Linear Lineare / Linear

Fattore di utilizzo
Duty factor

35% 160A
60% 125A
100% 110A

35% 160A
60% 125A
100% 110A

40% 200A
60% 180A
100% 140A

50% 300A
60% 270A
100% 210A

40% 460A
60% 410A
100% 350A

Tensione a vuoto
No-load voltage

70V 70V 62V 55V 80V

Ø elettrodi MMA  
Ø MMA electrodes

1.6 - 2.5 - 3.2 - (4.0)1.6 - 2.5 - 3.2 - (4.0)1.6 - 2.5 - 3.2 - 4.01.6 - 2.5 - 3.2 - 4.0 - 5.0 1.6÷7.0

Ø elettrodi TIG 
Ø TIG electrodes

1.0 - 1.6 - 2.4 1.0 - 1.6 - 2.4 1.0 - 1.6 - 2.4 1.0 - 1.6 - 2.4 - 3.2 1.0 - 1.6 - 2.4 - 3.2

Grado di protezione
Protection class

IP22S IP22S IP22S IP22S IP22S

Peso 
Weight

9.3 Kg 9.3 Kg 15 Kg / 27* Kg 29.5 Kg / 71.5* Kg 37.5 Kg / 79.5* Kg

Dimensioni (LxPxH)
Dimension (WxDxH)

145x375x260 mm 145x375x260 mm
200x460x290 mm
200x460x515* mm

270x590x325 mm
530x1010x800* mm

270x590x375 mm
530x1010x850* mm

* CONFIGURAZIONE COMPLETA / COMPLETE CONFIGURATION

PANNELLO DI CONTROLLO / CONTROL PANEL

CD1 CD2

Optional KIT 

PLASMA TIG MIG MAG GRINDMMA

PLASMA MIG MAGMMA TIG

TIG
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